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Requirements for parking lot landscaping should be one 

 tree for every four parking spaces.Like this. 
 

 
Existing strip mall parking lot.Not this. 

 
 
 

 
The existing strip mall parking lot retrofit with new landscape 

 installation of one tree for every four parking spaces. 
 
 (eg) Pedestrian access from parking areas should be safe and clearly defined. 
 
 (fh) Landscaped medians should be provided where access and traffic movements allow. 
 
 (gi) Conflict between pedestrians and automobiles should be avoided by minimizing vehicle 

crossings of pedestrian access ways. (Ord. 1993) 
 
(3) Mixed-Use Villages.  Development proposals in these districts may be allowed increased 

building height, to a maximum of 4 stories, provided the proposal meets the following 
criteria:   
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 (a)  The site must be a minimum of 2 acres in area. 
 
 (b)  The site plan and conceptual building elevations demonstrate there will be creation of a 

traditional downtown pattern by providing new internal streets with curbside parking, 
street trees, and buildings fronting on street sidewalks and plazas. Within these 
developments, new internal streets and pathways shall be provided approximately every 
300 feet to establish/enhance a finer urban grid between existing Downtown streets 
bounding the sites.  See conceptual example below. 

 

 
CONCEPT OF MIXED-USE VILLAGE 

 
 (c) On sites that include existing grocery stores, pharmacies, and other convenience retail 

uses meeting daily needs, spaces for such uses shall be provided in the new development 
proposal.  Retention of grocery stores is of the highest priority. 

 
(d) Buildings taller than 3 stories fronting on existing public streets shall include building 

height modulation to reduce building scale at the street edge.  Upper floors, higher than 3 
stories, shall be setback 20 feet from the main building face. 
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(e) In areas where a street roadway may be more than 1 story above the ground floor 

elevation of a building because of topography, such as the southwest corner of NE 90th 
Street and Woodinville-Redmond Road, building height may be increased to a maximum 
of 5 stories on the lower side of the site, provided the height of the building does not 
exceed 4 stories along the higher street elevation and provided the net developable floor 
area of the property covered by the conceptual master plan does not exceed the floor area 
allowed by the maximum building height of 4 stories. 

  
 
20D.40.115 Sammamish Trail, Anderson Park, and Town Square Design AreasDistricts.  
20D.40.115-010 Intent. 
(1) These design areasdistricts are intended to provide areas of greater structural density adjacent 

to the retail core of Old Town and to promote high levels of economic and pedestrian activity 
foster the evolution of mixed-use residential/office neighborhoods in an attractive, high 
quality, pedestrian friendly environment within walking distance of daily retail and 
recreational opportunities, and transit services.. These areas will provide transition from the 
auto-oriented convenience areas to the pedestrian core. 

 
 
 
(2) Density and building mass height are increased in the Town Square District Design Area 

nearest the center of the City CenterDowntown district to encourage development of office-
type structures of larger scale and size. Structured parking is encouraged as heights increase 
over four stories to reduce the impact of on-site parking and allow greater open space at the 
ground level. Retail uses are also encouraged at ground floor levels to further encourage 
pedestrian activity. 

 
 




